
DCORATIV CHIMNY-TYL

TA PRO 6000 K

   

Cod. 02075421 AN 8422248371568

GNRAL INFORMATION

Product heet according to directive U65/2014 - N61591, N60704-
2-13, N50564

Integration directive U 66/2014

xternal Dimenion

Characteritic

Lighting

Intallation

lectric connection

AN/UPC 8422248371568

ufamil Chimne

AC (Annual energ conumption) (kWh/ear) 63,5

I cla (energ efficienc cla) A

FD (fluid dnamic efficienc) 29,2

FD cla (fluid dnamic efficienc cla) A

L (light efficienc) (lux/W) 33

L cla (light efficienc cla) A

GF (greae filtering efficienc) 75,2

GF cla (greae filtering efficienc cla) C

Airflow in normal mode MIN (m3/h) 441

Airflow in normal mode MAX (m3/h) 621

Airflow in oot mode MIN (m3/h) 990

Acoutic power in normal mode MIN (d) 65

Acoutic power in normal mode MAX (d) 71

Acoutic power oot mode (d) 75

Po (energ conumption in off mode) (W) 0

P (energ conumption in tand mode) (W) 0,48

ƒ (time increae factor) 0,9

I (nerg fficienc Index) 53,5

QP (maximum efficienc at air flow point) (m3/h) 457,9

PP (maximum efficienc at preure point) (Pa) 422

WP (power conumption at maximum efficienc) (W) 183,9

WL (nominal power lighting tem) (W) 4,2

MIDDL (Average illuminance on the cooking urface) (lux) 140,4

Width (mm) 600

Depth (mm) 500

Maximum total height (mm) 1080

Minimum total height (mm) 700

Diamètre de ortie (mm) 150

Motor quantit 1

Motor model A1000

Maximum preure (Pa) 473,39

Filter technolog Aluminium meh

Control technolog PANL LCTRONICO
DIPLAY DIGITAL

ooter √

Power level 3

Timer √

Light model COLD

Ra technolog LD

Minimum ditance to electric plate (mm) 550

Minimum ditance to ga plate (mm) 650

Charcoal filter √

ack draught hutter Included

Nominal voltage (V) 220-240



Acceorie

Nominal frequenc (Hz) 50

Nominal input power (W) 383

lectric hock protection Cla I

Plug tpe Tpe F

ack draught hutter 02800706

Activated charcoal filter 02800959


