
DCORATIVA VRTICAL

CAMPANA, HTIA 600
GK

 

Cod. 02012610 AN 8422248360395

INFORMACIÓN GNRAL

Product fiche according to directive U65/2014 - N61591, N60704-
2-13, N50564

Integration directive U 66/2014

xternal Dimenion

Characteritic

lectric Connection

AN/UPC 8422248360395

ufamil Angle Gla

AC (nerg conumption per ear) (kWh/año) 31,8

I cla (nerg efficienc cla) 

FD (Fluid dnamic efficienc) 19,3

FD cla (Fluid dnamic efficienc cla) C

L (Light efficienc) (lux/W) 82,6

L cla (Light efficienc cla) A

GF (Greae filtering efficienc) 62,5

GF Cla (Greae filtering efficienc cla) 

Normal mode airflow MIN (m3/h) 191,7

Normal mode airflow MAX (m3/h) 357,7

Normal mode acutic power MIN (d) 51

Normal mode acutic power MAX (d) 67

Po (Off-mode power conumption) (W) 0

ƒ (Factor Increae in the time) 1,3

I (nerg efficienc Index) 62,2

QP (Maximum airflow point efficienc) (m3/h) 230,7

PP (Maximum preure point efficienc) (Pa) 186

WP (lectrical power conumption at maximum
efficienc) (W)

61,5

WL (Rated power lighting tem) (W) 3,5

MIDDL (Average illuminance on the cooking urface) (lux) 289

Outlet Diameter (mm) 120

Motor Quantit 1

Motor Model Y450 400 A

Control Tecnolog Mechanical puh utton

ooter √

Timer -

Rated voltage (V) 220-240

Rated frequenc (Hz) 50/60

Protection againt electric hock Cla II


