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EXTRACCION CENTRIFUGAL

INFORMACION GENERAL

EAN/UPC
Subfamily

8422248114394
Centrifugal

General features

Motor type AC/SHADED POLE
“'_ A .~ Motor Model SP5812
‘—q_'-‘ ‘\ Motor power (W) 28
o e \“i Lightning Technology N/A
AN - ] “3 Light Quantity N/A
- A-'-“" Filter Type N/A
\‘_ﬂ Number of layers N/A
e | ’.',”ﬂ" Control description N/A
— _— Power levels 1
— — Timer N
Timer Hygro -
cat.ac - Electronic filter .saturation indicator -
Dimmable lighting -
T P
Installation
Width (mm) 190
Height (mm) 190
CB 100 PLUS TIMER Depth ()
Total minimum height (mm) 190
COd. 00841000 EAN 8422248114394 Outlet diameter (mm) 976
Anti-return flap included \
Easy installation system Si
@ Power connection
Rated voltage (V) 220-240
Rated frequency (Hz) 50/60
Rated power input (W) 28
Plug type No plug
Accessories
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CB-100 PLUS 976 190 2% 574 1294 1478

Backdraugth Shutter

Backdraught shutters included

Power and water connection

Rated voltage (V) 220-240
Rated frequency (Hz) 50/60
Rated power input (W) 28

Plug type No plug




