
DCORATIVA ILA

ILA MAGRAA

    

Cod. 02119207 AN 8422248069342

INFORMACIÓN GNRAL

Product fiche according to directive U65/2014 - N61591, N60704-
2-13, N50564

Integration directive U 66/2014

xternal Dimenion

Characteritic

Lighting

Intallation

lectric Connection

Acceorie

AN/UPC 8422248069342

ufamil Iland

AC (nerg conumption per ear) (kWh/año) CATA

I cla (nerg efficienc cla) C

FD (Fluid dnamic efficienc) 15,7

FD cla (Fluid dnamic efficienc cla) D

L (Light efficienc) (lux/W) 130

L cla (Light efficienc cla) D

GF (Greae filtering efficienc) 91,2

GF Cla (Greae filtering efficienc cla) 

Normal mode airflow MIN (m3/h) 300

Normal mode acutic power MIN (d) 48

Po (Off-mode power conumption) (W) 0,26

P (tand- power conumption) (W) 0

ƒ (Factor Increae in the time) 1,4

I (nerg efficienc Index) 84,1

PP (Maximum preure point efficienc) (Pa) 253

WL (Rated power lighting tem) (W) XW Torello (P)

MIDDL (Average illuminance on the cooking urface) (lux) 150

Width (mm) 650

Depth (mm) 270

Minimum Total Height (mm) 720

Motor Quantit 1

Motor Model T2

Maximum Preure (Pa) 190

Filter Technolog uminium meh

Control Tecnolog 620

ooter -

Power level 3

Timer √

Filter aturation Indicator -

Connectivit -

Dipla 160

Light Model COLD 2

Lightning Technolog LD

Minimum ditance to an electric cooktop (mm) 650

Minimum ditance to a ga cooktop (mm) Active

Charcoal Filter 22

Inner hield -

Rated voltage (V) 220-240

Rated frequenc (Hz) 50

Rated power input (W) Circuit Diagram

Upper Decorative Duct xtenion No

White Decorative Duct No



lack Decorative Duct No

Iland Tue nhancer No

ack Draught hutter No

MAX PRO Metal Filter No

Active Charcoal Filter No

Noiele Flexile Duct No

Recirculating kit No


